
 

 
 
 
 
 
 

 
DESCRIPTION: Saddlebag Quick Removal System                                                    PART NUMBER 3501-0336 
APPLICATION:         Use on Kawasaki Models: VN2000A, D, E, F, VULCAN, VN1600A, E VULCAN 1600 CLASSIC NOT E OR G, 
VN1500P/VN1600B, F, MEAN STREAK 1500/1600, VULCAN1500 CLASSIC, VN800/VN900 CLASSIC EXCEPT DRIFTER, VN750 VULCAN A15-A21, 
EN500 A1-A7, C1-C9, VULCAN500, BN125 A4-A8, A6F, A7F, ELIMINATOR125.               

CONTENTS: Quantity Item    Quantity  Item      
 4 Grommet        4          M8 x 60 Studs 

2 Bag Support Bracket       4          M8 X 70 Studs  
4 Back-up washers       2               M8 x 90 Studs   
4 3/16 Pop Rivets        4          M8 Docking Posts 
4 #10 x 5/8 pan head screws      4          M8 Lock Nuts 
4 #10 Lock nuts        4          ¼ Turn Bag Locks 
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TOOLS REQUIRED: 3/8" Drive Metric Socket Set, #2 Phillips Driver, ¾” Combination Wrench, Metric Hex key 
(Allen) Set, Torx Driver Set, 1 inch hole saw, Pop Rivet Gun or 3/8” wrench. 

  

IMPORTANT: Please read these instructions completely before starting installation.  All “NOTE,” “CAUTION” and 
“WARNING” notations are serious safety issues and should be read carefully.  Possible injury to riders or damage to 
the motorcycle and/or accessory may result if improperly installed. 
 

NOTICE TO DEALERS: These instructions contain important information for future reference and should be given to 
the customer. 
 

INSTALLATION: 
 

Familiarize yourself with the location and arrangement of how the parts are to be mounted.  Hold the mounting posts 
next to the motorcycle to help visualize how they will be installed. Read all of the instructions before you start. 

 

WARNING: To avoid injury, install while engine is cold. 
 

CAUTION:  Work slowly and carefully to avoid scratching the fender. 
 
OVERVIEW 
Installation of the quick disconnect saddlebag system to your motorcycle requires the addition of docking posts to the fender rails where you 
mount the saddlebags, and saddlebag supports. Grommets are installed into the saddlebags, along with the bag support clip to receive the 
docking posts, and lock the saddlebags in place. 
 
If this is a new installation of saddlebag supports, and saddlebags, follow the instructions for the saddlebag supports, but use the studs and 
lock nuts supplied in this kit to install your saddlebag supports and docking posts at the same time. If the saddlebag supports are already 
installed, replace the bolts with the studs and nuts supplied.  
 
On some model saddlebag combinations, turn signal relocation, and or helmet lock removal is needed and can be accomplished at the 
same time as the installation of the saddlebag support and docking posts. 
 
We recommend working on one side of the motorcycle at a time, and completing a full installation on the first side before beginning on the 
second side. This will help maintain fender alignment and make it easier to install the fender strut bolts. 
 
The following procedure assumes that you will start on the right side of the motorcycle. 
 
CAUTION: This kit is designed to fit several model motorcycles, and contains multiple length studs, which if installed incorrectly could 
interfere with the tire. When installing a stud through the fender, check to be sure that it does not extend inside the fender further than the 
original fastener. If it does it must be cut off, or exchanged for a shorter stud in the kit.   
 
 
 
 
 
 

 

INSTALLATION 
INSTRUCTIONS 



PROCEDURE 
 

1. Remove saddlebags if already installed. 
2. If installing saddlebag supports for the first time, remove the bolts on the fender struts where the supports will be attached. If 

saddlebag supports are already attached, remove the attaching bolts.  
3. Select a stud to replace each bolt you have removed that is the same diameter, and about 1 inch (25mm) longer than the bolt if this 

is first time installation of supports, or about ¾ inch longer if the bolt already held the support. 
4. On one of the bolts screw on a lock nut, and a docking post, for about ¼ inch, and tighten together snugly. Screw this assembly 

into the proper hole in the fender strut until you can feel the bolt coming through on the inside of the fender. The correct amount 
should be adjusted to 1 to 1 ½ turns past the inside face of the nut plate toward the tire. 

5.  Loosen the lock nut from the docking post and run it down tight against the fender strut being careful not to move (turn) the stud.  
6. Remove the docking post. 
7. Perform steps 4-6 on the other bolt. 
8. Position the saddlebag support on the two studs. 
9. The stud should be protruding past the saddlebag support by 3/8 to ½ inches (10-12mm) or just less than the hex portion of the 

docking post. This must be adjusted by using a longer or shorter stud. 
10. Install and tighten the docking posts to hold the saddlebag supports in place. 
11. Install the docking posts on the other side of the motorcycle repeating steps 1-10 
12. If your saddlebags were previously installed use the existing holes for the location of the docking post holes. If this is a new 

installation of saddlebags, start with the saddlebag on the exhaust pipe side. 
13. Hold the saddlebag against the motorcycle in the desired position. Check to be sure that there is a minimum of 1 ½ inches (40mm) 

clearance between the bag and the exhaust pipe or muffler. A short piece of wood 2x4 on top of the muffler-pipe can be used as a 
temporary spacer. Check to see that the saddlebag is in the correct front to back position. Mark on the back of the saddlebag the 
location for the docking post holes. 

14. Check the to see that the screw on the Saddlebag Support joint is tight. 
15. Remove the docking posts and the saddlebag support. 
16. Place the saddlebag support on the bag in the position marked in step 12. Make any position adjustments to the location of the 

saddlebag support, and mark the exact location for the post holes. 
17. Using a 1 inch hole saw cut the holes for the post holes. If the saddlebag has a mesh or a pocket on the inside, protect this by 

placing several layers of heavy cardboard or a piece of wood inside between the back and the mesh. 
18. Install a grommet in each hole.  
19. Thread one of the extra studs into each docking post. Then push the post into the grommet. Place the saddlebag support over the 

studs like it will be installed. 
20. Place one of the support clips over the center of the lower portion of the support, with the two holes against the bag and above the 

bar. Mark the position of the holes. 
21. Drill 3/16inch diameter holes in these marked positions. Protect any mesh, or cloth pockets as in step 16. 
22. Using the Pop-Rivets supplied or the #10 screws and nuts attach the support clip with the back-up washers (two for each bag) 

inside. If using the screws, do not over tighten and crush the backing material. 
23. Reinstall the docking posts and bag support on the motorcycle, install the saddlebag on the docking posts, placing the support clip 

over the support bar, and install inside on each docking post a ¼ turn fastener on each post. 
24. Repeat the same steps on the other saddlebag, except you can copy the hole location from the first saddlebag by measurement, or 

by making a paper template to transfer the hole locations. 
       24. We recommend using a thread sealant like Locktite or Vibratite on the Saddlebag Support fasteners. 
 

NOTE: After 50 miles (80 kilometers), recheck the tightness of all nuts and bolts.  Inspect periodically during 
normal maintenance checks thereafter.  Loose fasteners can impair the normal operation of the motorcycle, 
and can be a safety issue. 
 

WARNING: Overloaded or overweight bags can move the Supports inward.  Before riding, visually check the 
clearance between the Supports and any moving parts that could impair normal operation of the motorcycle.  
 

WARNING: Improper saddlebag installation may cause contact between the bags and the motorcycle’s 
running gear, producing a safety hazard.  Please check that saddlebags are not in contact with moving parts.  
Make sure to carefully follow the installation instructions that come with the saddlebags. 
 

NOTE: These supports are designed to work with Saddlemen’s Express Saddlebags, and all other makes and 
models of universal saddlebags.  Saddlemen Express bags have special features optimized to compliment 
these supports. 
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