
 

 
 
 
 
 
 

 
DESCRIPTION:   Chrome Saddle Bag Supports                                                          PART NUMBER: 3501-0346 
APPLICATION:   Harley Davidson Softail models – 1984-2008, Dyna & Dyna Wide Glide models – 1996-2008, Sportster Models – 1984-
2008. Note: For most applications, Turn Signal relocation is required and may be accomplished with parts in this kit or by using other 
products. 
 

CONTENTS: Quantity Item    Quantity Item 
  1 Turn Signal Bracket        1  Saddle Bag Support – Right 

   4 ¼ x ¾ Button Socket Screws       1   Saddle Bag Support – Left 
   4 ¼ Lock nuts         4  3/8 x 1.5 Hex Bolt  
   3 Nylon Spacer 1/8 thick         2  5/16 x 1.25Hex Bolts  
   4  Butt Connector         2  5/16 x 1.5Hex Bolts  
   2 5/16 x 1 Button Socket Screws       4  3 x ¾ x 3/8 Spacer 
   2 5/16 x 2 ¾ Button Socket Screws       4  5/16-18 x 4.5 Hex Bolts 
   2 5-16 nuts         2  3/8-16 x 4.5 Hex Bolts 
   1 Installation Instructions    

 
TOOLS REQUIRED:  3/8" Drive Socket Set, #2 Phillips Driver, Hex key (Allen) Set, Torx Driver Set. 

 

IMPORTANT: Please read these instructions completely before starting installation.  All “NOTE” and “WARNING” notations are serious 
safety issues and should be read carefully.  Possible injury to riders or damage to the motorcycle and/or accessory may result if improperly 
installed. 
 

NOTICE TO DEALERS: These instructions contain important information for future reference and should be given to the customer. 
 

INSTALLATION: 
 

 Familiarize yourself with the location and arrangement of how the Supports are to be mounted.  Hold the Supports next to the 
motorcycle to help visualize how they will be installed. Hold your saddlebags next to the motorcycle and look to see if the shock 
absorbers or drive system guard will force the bags to be held further outboard than normal. If so you will need to use the long spacers 
and bolts. Some saddlebags have pockets in the back to avoid this problem. Additional  

 

NOTE:  The Supports are designed to be installed with the staggered, offset bend facing outward from the bike.  Failure 
to install them properly may allow the saddlebags or the supports to contact the wheel or other moving parts. 
 

WARNING: To avoid injury, install while engine is cold. 
 
 
Install the Turn Signal Relocation parts first, then the Saddlebag Supports, then install the Saddlebags. 

1). Remove tail light cover. 
2) Trace wires from turn signal lights and unplug form tail light terminal. 
3) Push wires back through the fender holes, and free them from clips, etc, to the turn signal lights. 
4) Remove the bolt holding the turn signal lights and carefully remove wire through hole. 
5) Remove the license from the license plate bracket. 
6) Remove the three screws holding the license plate bracket to the fender. 
7) Using the ¼ inch screws, and nuts attach the supplied turn signal bracket and the license plate to the license plate bracket. The 
turn signal bracket should be on the forward side, and turned so the ears will be pointing toward the front of the motorcycle. 
8) Using the 5/16 x 2 ¾ button head screws supplied attach the turn signal lights to the bracket. The wires will thread through the 
larger hole, the bolt through the other. 
9) Most Harley Davidson Motorcycles have a fourth hole through the fender in the same pattern as the three attachment screw 
holes. If your motorcycle is missing this hole, you need to drill a hole in the pattern of the three holes for the wires to pass through. 
WARNING: Take care not to drill into your tire and smooth the edges of the hole. 
10) If the wire plug will not fit through the extra hole in the fender, you can cut the wires two inches from the plugs and reattach 
them to the cut off part after passing them through the hole, or enlarge the hole enough to allow the plugs to pass through.  
11) Reattach the license plate bracket to the fender using the stock screws, but install the three 1/8” spacers supplied between the 
bracket and fender on all three screws, routing the wires neatly between the bracket and the fender. 
12) Finish routing the wire plugs to there original locations inside the tail light assembly. You can coil and tape the extra wire inside 
the taillight.  
13) Connect the battery, and check to see that all the lights are working correctly.  
14) Replace tail light cover.  
 
 

 

INSTALLATION 
INSTRUCTIONS 



 
 
 
 

Now install the Saddlebag Supports 
 
CAUTION: This kit is designed to fit several model motorcycles, and contains multiple length bolts, which if installed incorrectly could 
interfere with the tire. When installing a bolt through the fender, check to be sure that it does not extend inside the fender further than the 
original fastener. If it does it must be cut off, or exchanged for a shorter bolt in the kit.  
 
We recommend working on one side of the motorcycle at a time, and completing a full instillation on the first side before beginning 
on the second side. This will maintain fender alignment and make it easier to install the fender strut bolts. 

1) Remove the fender strut bolts from the first side. 
 

  2) Select the same diameter bolts that were removed from the strut but with the correct length to pass through the saddlebag 
support, and the spacer (if it is required) and have the same extra length as the bolt removed. 

  3) Bolt this assembly to the strut.  
WARNING: Check to see that the bolts do not extend past the inside of the fender further than the original fastener. Fastener contact with 

the tire can lead to premature tire failure, which could result in death or serious injury.   
 

4) Repeat the same installation process on the motorcycle’s other side. 
 

5) Check and adjust alignment and tighten all bolts securely.  
 

6) We recommend using a thread sealant like Locktite or Vibratite on the Saddlebag Supports fasteners. 
 

Now install the saddlebags as recommended by the saddlebag manufacture. 
 

NOTE: After 50 miles (80 kilometers), recheck the tightness of all nuts and bolts.  Inspect periodically during normal maintenance 
checks thereafter.  Loose fasteners can impair the normal operation of the motorcycle, and can be a safety issue. 
 

WARNING: Overloaded or overweight bags can move the Supports inward.  Before riding, visually check the clearance between 
the Supports and any moving parts that could impair normal operation of the motorcycle.  
 

WARNING: Improper saddlebag installation may cause contact between the bags and the motorcycle’s running gear, producing a 
safety hazard.  Please check that saddlebags are not in contact with moving parts.  Make sure to carefully follow the installation 
instructions that come with the saddlebags. 
 

NOTE: These supports are designed to work with Saddlemen’s Express Saddlebags, and all other makes and models of universal 
saddlebags.  Saddlemen Express bags have special features optimized to compliment these supports. 
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