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READ ALL INSTRUCTIONS THOROUGHLY BEFORE STARTING!
You are responsible for the correct installation and safe use of this product. Seek qualified
instruction if you are uncertain about your capabilities and limitations or if you need help with
installation. Use of this product in a manner other than its intended purpose or contradictory to the
warnings and instruction provided could cause loss of control of your motorcycle, possibly
resulting in personal injury or death.

 Do not use this product if any part of the mounting system has deteriorated, loosened
or is beginning to fail. If you have any doubts as to the security of the installation,
remove it immediately.

 This product is only intended to be used on hard saddlebags that are original
equipment on many Harley-Davidson touring models.

 After every stop check the Saddlebag Chaps to be certain that they did not shift while
riding and verify that the mounting is secure.

 If you do not understand these instructions, how to safely and securely install this
product or the warning label attached, please SEEK PROFESSIONAL HELP at your qualified motorcycle dealer or by calling SADDLEMEN at 310-638-
1222

Motorcycling is an inherently dangerous activity. Installation of any accessory, including Saddlebag Chaps, can add to the danger if they are not installed
safely. You must install this product in a manner in which it will not contact any part of the drive train, suspension or steering, or interfere with any
operation of the motorcycle. If you do not know how to do this, or have any doubts as to your ability, please see a qualified motorcycle mechanic.

Fits: 1993-later Harley-Davidson Touring models (Road King, Road Glide, Electra Glide, Street Glide) with hard
saddlebags

PARTS LIST
1 - Left side Saddlebag Chap
1 - Right side Saddlebag Chap
16 - 4” x 1” pieces of adhesive-backed hook and loop
2 - Alcohol pads
1 - Instructions

INSTALLATION
1 Read and understand all steps in the instructions before starting the installation.
Park the motorcycle on a hard, level surface and turn off the ignition.
2 Using a Torx driver, starting with the right side, remove the two screws that secure the check strap and
set them aside to be used again.
3 Clean the saddlebag lid with warm soapy water and a clean rag; rinse and allow to
fully dry.
4 Use the alcohol pad from the hardware kit to clean the area inside of the
saddlebag as shown in PIC.1 where the hook and loop strips will be installed.
5 Cut one of the 1”x 4” strips in half to make two 1”x 2” strips, to use for the cover’s small
tabs.
6 Each cover is designed to fit either a right-side or left-side saddlebag. Fit each one up loosely to make sure you’ve got each one on the correct
saddlebag. Place the correct cover on the lid and fold the tabs over
the lid to determine mounting location for the hook and loop adhesive strips.
NOTE: Ensure the area of installation is free of grease, oil, dirt or other debris to ensure proper
adhesion. Küryakyn
NOTE: The adhesive will not bond correctly if applied at temperatures less than 50°F. Do not
attempt this installation in temperatures less than 50°F.
steP 7 Mark the location of the tabs with low tac tape, then remove the cover.
steP 8 Using the back of your fingernail, rub the adhesive backing on the hook and loop strips to
activate the catalyst.
steP 9 Remove the adhesive backing, press and hold the strip in place for one (1) minute in the
locations marked by the tape. Full bonding strength will occur in 24 hours.
note For best results, do not fasten the cover tabs to the hook and loop strips. Allow the adhesive
to cure for 24 hours before attaching lid cover.
steP 10 Repeat the process for all of the adhesive hook and loop strips using the strips that were cut in
half for the small tabs.
steP 11 Remove the low tac tape from the lid.
steP 12 Re-install the check strap and the screws that were removed in STEP 2.
steP 13 Repeat STEP 2 through STEP 9 for the left side.
NOTE: Allow the adhesive to cure for 24 hours before installing the cover, or failure of adhesive
may occur.

CARE AND CLEANING
This Saddlemen product requires almost no maintenance, but to keep it looking great, we recommend Saddlemen’s Cleaner #3101, and Conditioner
#3103, both are pefect for Saddlemen’s exclusive SaddleTuff  fabrics. For everyday cleaning, you can simply wipe down the bag with a clean, damp
cloth. Make sure to keep the saddlebags away from extreme heat sources like your bike's exhaust pipes.

Saddlebag
Chaps

17801 S. Susana Rd.
Rancho Dominguez, CA 90221
(310) 638-1222 Fax (310) 761-1234
www.saddlemen.com
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SADDLEMEN'S ONE-YEAR WARRANTY
We guarantee our products for a period of one year after retail purchase, against defects in materials and workmanship. Damage caused by improper
use or incorrect mounting is not warranted. Our warranty has other provisions and conditions; please contact Saddlemen for full details. If your
Saddlemen product is not performing to your expectations, please call us directly and our customer service staff will be happy to help. You can count on
Saddlemen's quality, innovation, service and style. If your Saddlemen product is not performing to your expectations, please call us directly and our
customer service staff will be happy to help. You can count on Saddlemen's quality, innovation, service and style.
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